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	Produktname: Drum emptying system GX7611
	Produktbeschreibung: Drum emptying system with heated, seal-less immersion plate for distributing low viscose thermoplastics and liquides from 200 Liter drum-containers in a customised version with special housing
	Imformationen: A permanently operating level control drives the heated immersion-plate in height and material diving depth, related to combined proximity- and pressure-sensors readings. The seal-less plate moved by a proportional pressure control of the double acting pneumatic cylinders and an integrated distance measurement system, ensures a service free operation by processing suitable materials with low residual quantity in the barrel.
	Produktbild: 
	Standartausstattung_8: Touchpanel - user interface and light beacon for failure indication / warnings
	Standartausstattung_1: Heated seal-less immersion plate with lotus-effect-coating
	Standartausstattung_2: Compact design and construction
	Standartausstattung_3: Shrinkage cavitation free plate made of high-strength aluminium
	Standartausstattung_4: Fail safe clamping mechanism to secure plate position at electrical or pneumatitical supply failure and residual quantity control
	Standartausstattung_5: Proportional pressure difference control of double acting pneumatic cylinders
	Standartausstattung_6: High Quality standard electrical components (Siemens, Möller, Lenze, Weidmüller)
	Standartausstattung_7: PLC Siemens S7/1200 with Profinet - communication port
	Optinaleausstattung_10: Heated buffertank unit with extended piston reservoir (first in – first out) for no downtime at drum change
	Optinaleausstattung_1: Possible engineered system design
	Optinaleausstattung_9: Tandem version with automated change-over function 
	Optinaleausstattung_2: Electronic pressure control with mechanical over-pressure relief 
	Optinaleausstattung_3: Process data monitoring
	Optinaleausstattung_4: Precise liquid level reading with programmable threshold switch function
	Optinaleausstattung_5: Ventilation hood, drum jacket, drum pre-heating etc.
	Optinaleausstattung_6: Material flow meter and/or material temperature reading
	Optinaleausstattung_7: Different melting plate configurations available
	Optinaleausstattung_8: Alternative pump sizes 5 – 320 kg/h 
	BU_1: Heated immersion plate with pump unit a. hoses
	BU_2: View of the immersion plate from below
	BU_3: Alternative immersion plate for the GX7561 drum emptying system
	BU_4: GX7501 drum conditioning system for 200 liter containers with immersion plate (minimal configuration) for dilatante media
	Bild_1: 
	Bild_2: 
	Bild_3: 
	Bild_4: 
	Technische Daten_1: Heating:
	Technische Daten_11: Dimensiones L, W, H [mm]:
	Technische Daten_2: Heating power:
	Technische Daten_3: Melting performance: 
	Technische Daten_4: Voltage: 
	Technische Daten_5: Pump system: 
	Technische Daten_6: Pump rate:
	Technische Daten_7: Pump drive:
	Technische Daten_8: Drive power:
	Technische Daten_9: Speed control:
	Technische Daten_10: Hose connections: 
	Technische Daten_12: electrical
	Technische Daten_13: 22 kW 
	Technische Daten_14: 5 - 300 kg/h (depending to media in use) 
	Technische Daten_15: 3/N/PE 400 V AC, 50 Hz (60Hz)
	Technische Daten_16: Gear pump
	Technische Daten_17: 5 kg/h – 300 kg/h 
	Technische Daten_18: 3-phase brush-less AC-Motor
	Technische Daten_19: 3 kW  
	Technische Daten_20: Frequency converter
	Technische Daten_21: 1 (feed hose) + 1 (recirculation hose)
	Technische Daten_22: 1550 x 750 x 2800 
	Icon: 
	Standartausstattung_13: CE - compliant design and marking
	Standartausstattung_12: Drip protection for drum change 
	Standartausstattung_11: Fully automated 100% - air relief function for plate bottom and pump
	Standartausstattung_10: Distance measurement system for reading of plate position
	Standartausstattung_9: Short distance pump drain hole design for best material flow conditions


